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CAPITOL MAIL CHUTE CORPORATION c 

INTRODUCTION FEATURES 


The Capitol Mail Chute Corporation is an organization 
of skilled fabricators who have been manufacturers of 
mail chute equipment since 1931. It is part of an or¬ 
ganization that have been manufacturers and erectors 
of aluminum, bronze and stainless steel metal work with 
experience since 1905. 

The Capitol Mail Chute Corporation has at all times main¬ 
tained the highest standards in its workmanship and ma¬ 
terials and has refused to compromise operational quali¬ 
ties by producing several grades of mail chute equip¬ 
ment. Consequently, the Capitol Mail Chute Corporation 
manufactures only its Model “D” Deluxe Model and its 
newly designed Model “E”, insuring functional per¬ 
fection. 


1. construction 

The Capitol Model “D” and Model “E” Mail Chute is 
completely assembled in our factory as a complete 
unit. Each floor is individually wrapped and shipped 
in one unit. Each mail chute floor is installed in the 
building individually without removing the protective 
covering by a telescopic method starting from the top 
of the mail box and fitting each successive mail chute 
floor into the mail chute installed on the floor below. 
The mail chute on each floor can be fastened to either 
the adjoining wall or to the floor slabs. These mail 
chutes are fabricated to allow a three inch (3") lee¬ 
way in each floor. 



products and services 

The Capitol Mail Chute Corporation manufactures and 
installs a complete line of standard Letter Receiving 
Boxes and Bundle Boxes plus various types of Auxiliary 
Boxes and Special Boxes for Post Office collection ser¬ 
vice throughout the United States, its possessions and 
foreign countries. 

The Model “D” and newly designed Model “E” mail 
chutes are available as single or twin chute installations 
and can be supplied surface wall mounted, semi-re¬ 
cessed or fully recessed in the wall as required. 


The factory built Model “D” and Model “E” mail chute 
require no additional assembling of miscellaneous 
parts such as floor connectors, back panels, lock straps 
or fascia parts at the job site. Thus, there are no field 
assembled parts to become loose or be improperly in¬ 
stalled and form traps and blockages or obstruct the 
smooth passage of deposited mail. 

The inner core of the Model “D” and Model “E” mail 
chutes are constructed of durable steel, painted with 
black enamel and all exposed sections of the mail 
chute are made of 63-ST5 alloy of extruded aluminum. 
If required these may be clad with stainless steel or 
bronze. 

The removable glass frames are fabricated of extruded 
aluminum 63-ST5 alloy complete with glass installed 
and may also be clad in the desired finishes. 


LATEST PROMINENT INSTALLATIONS 



High Rise Office Bldg., Phoenix, Arizona 
Hall of Administration, Los Angeles, Calif. 

Statler Hotel, Los Angeles, Calif. 

Kaiser Center, Oakland, Calif. 

Hall of Justice, San Francisco, Calif. 

Denver Club, Denver, Col. 

Mile High Center, Denver, Colo. 

Fontainebleau Hotel, Miami Beach, Florida 
Eden Roc Hotel, Miami Beach, Florida 
State Office Judicial Bldg., Atlanta, Georgia 
Chicago Sun Times Bldg., Chicago, III. 

Inland Steel Bldg., Chicago, III. 

Fidelity Bldg., Indianapolis, Ind. 

Alton Ochner Medical Center, New Orleans, La. 

U. S. Post Office, New Orleans, La. 

State Office Bldg., Baltimore, Maryland 
Statler Hotel, Boston, Mass. 

Liberty Mutual Ins. Co., Boston, Mass. 

Lansing Civic Center, Lansing, Mich. 

American Telephone & Telegraph Bldg., Kansas City, Missouri 


Chase Manhattan Bank, Central Office Bldg., New York, N. Y. 
Office Building—80 Pine Street, New York, N. Y. 

Socony Vacuum Bldg., New York, N. Y. 

Prudential Ins. Co. of America, Newark, N. J. 

Provident Life Bldg., Bismark, North Dakota 
Kroger Building, Cincinnati, Ohio 

Fidelity National Life Ins. Co. Bldg., Oklahoma City, Oklahoma 
Sheraton Hotel, Portland, Oregon 
Pittsburgh Hilton Hotel, Pittsburgh, Penna. 

Gateway Center, Pittsburgh, Penna. 

Philadelphia State Office Bldg., Philadelphia, Penna. 

Life and Casualty Bldg., Nashville, Tenn. 

Southland Center, Dallas, Texas 
U. S. Post Office, Burlington, Vermont 
Federal Office Bldg., Richmond, Virginia 
State Department Bldg., Washington, D. C. 

Havana Hilton Hotel, Havana, Cuba 

Caribe Hilton Hotel, San Juan, Puerto Rico 

Office Building—1420 Sherbrooke St., W., Montreal, Canada 
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2. design 

The design of the mail chute equipment is dependent upon 
the type of building, the character of its occupancy and the 
number of collections to be made. With this in mind the 
Capitol Mail Chute Corporation has available either single 
or twin mail chute equipment, single or combined receiving 
boxes and multiple bundle receiving boxes. 

If requested our engineering and design staffs are available 
at all times to assist the architect, designer and owner as 
to the recommended requirements. 

3. sliding floor connector 

A special feature of Capitol Mail Chutes Model “D” and 
Model “E” is the sliding floor connector which permits the 
clearing of any blockages between floors. This floor connect¬ 
or can be lowered into view and any blockage cleared with¬ 
out the use of tools and locked back into position with¬ 
out any delays. 

4. cigarette ejector 

The Capitol Mail Chute Corporation pioneered in supplying 
this important feature and is standard equipment at no ad¬ 
ditional cost in installation on both the Model “D” and 
Model “E” mail chutes. 


U. S. POSTAL REGULATIONS 
regulations 

All mail chute equipment is subject to the approval of 
the local Postmaster and may be placed in public 
buildings, railroad stations, hotels, office buildings and 
apartment houses at the expense of the owner. Business 
or office buildings may not be less than four stories 
and apartment houses may not have less than forty 
residential apartments. 

This equipment is intended for the receipt and deposit 
of First Class mailing matter only. Receiving Boxes 
shall be located not more than 100 feet from a mail 
entrance and on the ground floor of the building and 
this location is subject to the approval of the Post¬ 
master. 

The construction of the Capitol Mail Chutes and Re¬ 
ceiving Boxes conforms to Postal Regulations and 
Specifications. 

Upon request the Capitol Mail Chute Corporation will 
furnish copies of the Post Office Department Mailing 
Chute Rules, Regulations and Specifications as printed 
by the Post Office Department in their publication 
“POD Publication 16” dated May 1956. 


5. finishes 


approval 


The Capitol Mail Chute Model “D” and Model “E” are 
available in aluminum, standard satin finish clear methacry¬ 
late lacquered; anodized (alumilited) aluminum, stainless 
steel or bronze clad finishes as specified. 



Capitol Mail Chute bears the approval of the Post 
Office Department and this company is under $10,000 
Surety Bond to strictly carry out the Postal rules and 
regulations. 



CHASE MANHATTAN 
BANK BUILDING 
New York City, N. Y. 
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MODEL E 

also available 
in twin chute 


CHUTES 
MODEL D 
single 


twin 


COMPONENTS 




MODEL E 


GLASS FRAMES DESIGNED FOR MODEL D AND MODEL E 



Design 100 


Design 101 


chute dimensions for model “D” & “E” 



width 

depth 

single 

9 Va " 

3 % " 

twin 

18'/ 4 " 

3%" 



Design 200 
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MAIL CHUTE EQUIPMENT 


BOXES 

All Capitol Mail Chute Receiving Boxes, 
Bundle Boxes, and Multiple Receiving 
Boxes are manufactured of heavy sheet 
metals with the design and lettering en¬ 
graved or applied as desired. 

The standard Receiving Boxes as shown 
are the most popular models but if the 
character and size of the building re¬ 
quirements demand a larger capacity 
box, these can be readily furnished. 
Receiving and Bundle Boxes of all 
models can be made available surface 
mounted, semi-recessed in wall, or fully 
recessed in wall. 

All Receiving Boxes are available in 
aluminum, standard satin finish clear 
methacrylate lacquered; anodized (alum- 
ilited) aluminum; stainless steel or 
bronze and are individually wrapped 
and crated. 

Auxiliary Receiving Bundle Boxes are 
available in the same design as the 
standard mail Receiving Boxes, or may 
be furnished as a combined double box. 
(See #418 at right.) 



501 


70" high x 24" wide x 17" 
deep 


408A 


23b 

Ca 



408 


Auxiliary Box 


406 


36' 


412 


411 



36" high x 20" wide x 10" 
deep 



34" high x 20" wide x 10" 
deep 



418 


MULTIPLE BUNDLE BOX 



Size to order 


413 



36" high x 22" wide x 10" 


deep 
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SUGGESTED CHUTE DETAILS 


INSTALLATION 


TYPICAL LAYOUT 


LOCKSTRAP 

LETTEROROP 


REMOVABLE 
GLASS PANEL 



FIN. & SUB FLOOR CON¬ 
DITION (NO DROP CEILING) 


TYPICAL STANDARD 
RECEIVING BOX INSTALLATION 
(36" ABOVE FIN. FLOOR) 

SIZE, MATERIAL & FINISH OF 
MAIL CHUTE & RECEIVING BOX 
TO BE SPECIFIED 


elevation 



section 

















































































































MAIL CHUTE EQUIPMENT 


1 


plans 


3 



TYPICAL SURFACE MOUNTED 
MAIL CHUTE 



ONE PIECE 
BODY 

6"xir 

ROUGH OPENING 


TYPICAL SEMI-RECESSED 
MAIL CHUTE 


3 



-"1 b X 24 - 

__ROUGH OPENINI 

TYPICAL FLUSH (FULLY RECESSED) MAIL CHUTE FOR 
TWIN CHUTE INSTALLATION 


23b 
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ARCHITECT’S SPECIFICATIONS 

MODEL D & MODEL E 

Furnish and install where shown on the drawings and as hereinafter 
specified the “CAPITOL MAILING SYSTEM MODEL_” as manu¬ 

factured by the CAPITOL MAIL CHUTE CORPORATION of Brooklyn, 

New York. 

All to be installed complete except for rough floor openings, general 
cutting, patching and repair of plaster, which the Architect shall make 
provisions for in other trades. 

The CAPITOL MAIL CHUTE MODEL-” system consisting of 

-floors of mail chute with glass panel moulding in design 

# -and-“CAPITOL MAIL RECEIVING BOXES” in design 

# - 

CAPITOL MAIL CHUTE MODEI-” shall extend from top of 

mail receiving box on ground floor level (unless otherwise specified) 

through-floors to a point 4' 8" above finished floor to 

-story, (unless otherwise specified). 

Letter drop opening shall be provided for receipt of mail with cigar¬ 
ette ejector provided on each floor (unless otherwise specified.) 

The continuous vertical sides of the chute shall be of extruded alu¬ 
minum .125 thick in-finish (aluminum standard satin, clear 

alumilite, enamel paint steel, bronze clad, nickel bronze clad or 
stainless steel clad as required) in the lobby floor and in_fin¬ 

ish (aluminum standard satin, clear alumilite, enamel paint steel, 
bronze clad, nickel bronze clad or stainless steel clad as required) in 
the upper floor mail chutes. 

Mail chute shall be equipped with cigarette ejector, removable glass 
panels set in frames of extruded aluminum (bronze clad, nickel 
bronze clad or stainless steel clad shall be provided if required, in 
which case matching glass panels are supplied.) 

Sliding floor connections, top and bottom fascia plates, cigarette 
ejector, mail drop, lock strap with lock, and penalty card frame to be 
installed in each story. 

All in accordance with the rules and regulations of the Post Office 
Department. 

CAPITOL MAIL CHUTE CORPORATION shall furnish a surety bond in 
the sum of $3,000.00 guaranteeing the faithful execution of this con¬ 
tract against defects of workmanship or material for a period of three 
(3) years in full compliance with the orders of the Post Office General. 
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c: 


CAPITOL representatives 


ARIZONA 

BEACH BUILDING SPECIALTIES INC. 
P. O. Box 10236 
Phoenix, Arizona 

ARKANSAS 

NATIONAL BUILDERS SUPPLY 
3519 Cantrell Road 
Little Rock, Arkansas 

CALIFORNIA 

FRANK PECK SPECIALTY CO., INC. 
347 S. Clarence St. 

Los Angeles 33, California 

CONTINENTAL BUILDING 
PRODUCTS CO. 

178 Fremont St. 

San Francisco 5, California 

HEALEY & POPOVICH 
1703 Fulton 
Fresno, California 

COLORADO 

DENVER BUILDING SUPPLY CO. 
301 Vallejo St. 

Denver 23, Colorado 

WASHINGTON, D.C. 

McDORMAN & BRANNOCK 
Metropolitan Bank Building 
Washington 5, D. C. 

FLORIDA DISTRIBUTORS 
P. O. Box 5026 
Jacksonville, Florida 
31 Venetian Way 
Miami Beach, Florida 
P. O. Box 801 
Tampa, Florida 

GEORGIA 

HILL R. HUFFMAN INC. 

696 Anton St. N. W. 

Atlanta, Georgia 

HAWAII 

M. W. RASSMUSSEN CO. 

1 245 Ainakoa Ave. 

Honolulu 16, Hawaii 

ILLINOIS 

LANCE CONSTRUCTION SUPPLIES 
INC. 

4225 Ogden Avenue 
Chicago, Illinois 

INDIANA 

BARRISON & CLARKE INC. 

P. O. Box 5227 
Indianapolis, Indiana 


IOWA 

BERARD MATERIALS CO. 

1405 29th Street 
Des Moines, Iowa 

KENTUCKY 

RUSSEL SHROUT CO. 

451 Henry Clay Blvd. 

Lexington, Kentucky 

LOUISIANA 

NACHARY-O’CONNOR CO., INC. 

31 8 Carondelet St. 

New Orleans 1 2, Louisiana 

IDEAL BUILDING MATERIALS INC. 

P. O. Box 1 545 
Shreveport, Louisiana 

MASSACHUSETTS 

ROBERT CRAIG CO. 

51 India Street 
Boston 1 0, Massachusetts 

MICHIGAN 

A. M. ART METAL INC. 

11 350 Schaeffer Highway 
Detroit, Michigan 

MISSOURI 

B D R ENGINEERING CO. 

4243 Pennsylvania Ave. 

Kansas City, Missouri 

AUGUST COURT COMPANY 
1 1 1 0 S. Brentwood Blvd. 

St. Louis 17, Missouri 

MONTANA 

MONTANA STEEL & SUPPLY CO., INC. 

P. O. Box 1 1 37 
Great Falls, Montana 

NEBRASKA 

EARL S. LEWIS & CO. 

708 Woodmen of the World Bldg. 
Omaha, Nebraska 

NORTH CAROLINA 

ERWIN JONES & CO., INC. 

1128 S. Clarkson 
Charlotte, North Carolina 

OHIO 

NOURSE CONSTRUCTION PRODUCTS 
P. O. Box 1 5 
Columbus 1 6, Ohio 

RITTER CONSTRUCTION PRODUCTS CO. 
P. O. Box 5 
Cincinnati 42, Ohio 

HUME SALES INC. 

1900 Euclid Avenue 
Cleveland, Ohio 


OKLAHOMA 

McAlister materials 

P. O. Box 224 
Oklahoma City, Oklahoma 

OREGON 

W. H. CRESS CO. 

201 Concord Building 
Portland 4, Oregon 

PENNSYLVANIA 

JAMES A. CLANCY & COMPANY 
4 South 1 5th Street 
Philadelphia 2, Pennsylvania 

REYNOLDS-SHAFFER CORP. 

3046 Jenkins Arcade 
Pittsburgh 22, Pennsylvania 

TENNESSEE 

GEO. W. RUTH CO. 

3819 Richland Avenue 
Nashville 5, Tennessee 

TEXAS 

R. J. DeWEES & SON, INC. 

P. O. Box 35085 
Dallas 35, Texas 

VIRGINIA 

LEWIS & SALE INC. 

P. O. Box 6155 
Norfolk 8, Virginia 

WASHINGTON 

E. C. HANSELPACKER & CO. 

92 Battery Street 
Seattle 1, Washington 

WISCONSIN 

PHILLIP GROSS HARDWARE CO. 
174 W. Wisconsin Avenue 
Milwaukee 3, Wisconsin 

CANADA 

KARAM CORP. LTD. 

725 Decarie Blvd. 

Montreal 9, Quebec, Canada 

PHILIPPINES 

NORTON & HARRISON CO. 

660 Echague 
Manila, Philippines 

PUERTO RICO 

LUIS LAVERGNE-YORDAN CO., INC. 
P. O. Box 3021 
San Juan 1 3, Puerto Rico 






CAPITOL MAIL CHUTE CORPORATION 


55 COZINE AVE., BROOKLYN 7, N. Y. 


telephone: Nightingale 9-6400 














Digitized by: 



INTf RNATIONAL 


ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www .ap ti.or g 

BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 


https://archive.org/details/buildingtechnologvheritagelibrarv 

From the collection of: 


Carol J. Dyson, AIA 














